
Ⅰ  
 
 입찰공고 SPEC  

 

입찰번호 

Bidding NO. 

입찰건명 

Description 

단위 

Unit 

수량 

Q’TY 

2026-119 환자고정보조대 구매 – 해운대 대 1 

 

▶Type A 

A. Specification 

1. Battery Powered : 24-volt nickel-cadmium 

2. 3 Joint 360° Rotating 

3. Holding Power : 22.27kg (Full Extension), and up to 165lbs (74.8kg) 

4. In Put Hose : 6 foot (182cm) 

5. Safety Function : Safety Switch of foot pedal, Switch Drape, Power Button 

6. Position Mode : Beach Chair position, Lateral, Elbow, Wrist, Knee, Ankle Position 

1) Shoulder Position : Beach Chair 

· Easy maneuverability, ideal positioning for humeral nails and fx fixation 

· Full Control 

2) Shoulder Position : Lateral 

· Control of internal / external rotation 

· Measured traction without weights 

· Enhanced ability to control abduction, forward flexion and rotation 

· Secondary humeral distraction with the lateral traction mechanism, to gain 

space in glenohumeral joint for instability repairs 

3) Elbow 

· Allows unimpeded access to the elbow joint 

· Enables positioning of elbow in extended or flexed position 

· Delivers full control supination or pronation position with 90° connector 

· Facilitates ideal positioning for supine elbow arthroscopy or open elbow 

procedures 

4) Wrist 

· Offers unimpeded access to the surgical wrist 

· Delivers measured traction without weights 

· Provides exceptional control of both supination and pronation positioning 

· Facilitates ideal positioning for pinning and fracture work 



5) Knee 

· Provides a full range of motion with easy manipulation to attain neutral, 

hyperflexed, or extended positions for knee procedures 

· Easy disconnection and reconnection of boot during surgery 

· Ability to make subtle changes to internal/external rotation 

· Stable positioning for meniscal repairs, including modified figure-four 

position 

6) Ankle 

· Quick and simple setup 

· Measurable traction using the Traction accessory 

· Ideal positioning for any angle of knee flexion, including horizontal 

· Unobstructed support from underneath operative foot 

· Require counter traction support : dedicated counter-traction thigh support 

accessory 

7. Sterile Connector Accessory : Quick Connect Lock Function 

 

B. Consist of 

1 Main unit 1 set 

 Battery 1 ea 

 Battery charger 1 ea 

2 Connector 2 ea 

3 Positioning Kit 1 set 

 Lateral bar 2 ea 

 Beach chair bar 2 ea 

4 Accessory 1 ea 

5 Cart 1 ea 

6 Operation & Service manual 1 ea 

 

 

 

 

 

 

  



▶Type B 

A. Specification 

1. Position Mode : Beach Chair Position 

2. Fixation Method : Clamp type (attaches to OR table rail) 

3. Weight : 6.4kg (Net Weight) 

4. Mechanism : Gear type, non-powered (Hand Control Only) 

5. Joint : 4 Points Articulation 

6. Applicable Site : Shoulder, Knee, Wrist/Elbow 

1) Also usable as a Scope Holder for Open & General Surgery 

7. Dimension (Full Extension) : Length 900mm / Width 390mm / Height 110mm / Net 

Weight 6.4kg 

8. Sterilization : Single-use disposable sterile kit 

 

B. Consist of 

1 Main Unit 1 set 

2 Adapter 1 ea 

3 Positioning Kit 1 ea 

4 Operation & Service manual 1 ea 

 

 

 

 

 

 

 

 

 

 

 

 

 



Remarks 

1. 무상하자보증기간은 정상가동확인완료일로부터 1년(종료월 말일)까지를 기본으로 한다.   

(모든 부품 포함 조건) 

2. 해당병원 Interface 연결에 필요한 EMR, PACS 연동 시 모든 비용은 업체에서 부담한다.  

(추후 새로운 EMR, PACS 도입 시, 재연동 등에 필요한 모든 비용 또한 포함한다) 

3. 기술 및 사용부서에서 서비스 요청 시 빠른 시간내 정상가동이 가능하도록 지원하며, 불

가능할 경우 대체장비를 지원하는 등 정상운용이 가능하도록 지원한다. 

4. 장비는 공급 업체에 의해 설치되어야 하며 조립설치 후 Packing Box 및 발생 잔여물은 

납품회사 책임 하에 회수 조치한다. 

5. 제조일자는 12개월 이내 제조된 신품을 납품하는 것을 원칙으로 한다.  

6. 무상하자보증기간 내, 공급된 장비의 부속품이 단종되거나, 수리 불가한 치명적인 결함이

2회 이상 반복되면 동급 이상의 신품 장비로 검사에 지장을 주지 않게 교체해야 한다. 

7. 무상하자보증기간 내, 본원 사정으로 불가피하게 장비 이동이 필요 할 경우, 이전 및 설

치는 무상으로 지원한다. 

8. 장비의 설치와 작동서비스는 무상으로 제공하고 장비가 정상운영 될 때까지 교육을 실시

하며 교육과 관련한 비용 및 장비설치에 따른 제반비용을 부담하여야 한다. 

9. 장비 설치 및 가동에 필요한 시설관련 사항 

  1) 장비계약업체는 시설공사 필요 시 계약 전에 장비 설치 및 가동에 필요한 시설에 관한 

시방서(공사범위 및 시공주체 등을 상세히 기술함)를 병원 시설부/의공실과 협의 후 작성하

여 제출해야 하며 설치 전 그 사항을 반드시 확인하여 설치에 이상 없도록 한다. 

  2) 장비 반입에 따른 병원의 모든 시설물에 대한 상태 변경 발생 시 장비계약업체는 병원

시설물을 원상태로 책임 시공하여 복원해야 한다. 

10. 본 규격은 최소 요구사양이며 동등 이상의 성능 및 기능을 갖춘 제품도 제안 가능하나,  

제안 제품의 규격 적합성 및 동등성 여부는 발주기관의 기술 및 사용부서 검토 결과에  

따라 최종 판단한다. 

 


